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LEARN MORE
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Our commitments
At EDAMS, we are here to support you regardless of where you are.

By phone
Our customer service, our workshop and our after-sales service are available 
for all your technical and logistical questions.

On our website
Access our online store 24/7 to order your spare parts and browse our 
catalog ... it's quick, easy and convenient!

Our services
Research and development
Your partner for tomorrow’s solutions

Mechanical solution
Complete range of gearmotors, manual reducers, telescopic arm and
accessories

Stand-alone solution 
Complete 24V autonomous solution

Regulation system
Climate, power, inflating control systems

On site
Our sales representatives are available to come to you on site at your request 
(France and Benelux) to advise you and find the best solution for you.

Brand Evolution

Design and 
manufacture of 
awning mechanism

Specialist in Studies
and Development of 
Mechanical Articles 
for Greenhouses

Acquisition of 
Edams by EMECA, 
specialist in 
aeronautics

Development of 
regulation system: 
inflating, power, 
climate

Multizone climate 
regulation

BENAL EDAMS EDAMS BY EMECA AUTOMATION AUTOMOTION +

1969 1974 2018 2019 2021

Complete 24 V 
autonomous system

TOMORROW’S 
AUTOMOTION ++
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A solution
FOR EACH SITUATION

ROLLING SYSTEM

with telescopic arm
• climate control box p. 8-9
• gearmotor p. 13
• manual reducer p. 18
• telescopic arm p. 24

direct
• manual reducer p. 20-21

2

CLIMATE REGULATION SYSTEM

• climate control box p. 8-9
• hybrid box p. 10
• powerbox p. 11
• inflating control box & turbine p. 12

on trolley
• climate control box p. 8-9
• gearmotor p. 14
• manual reducer p. 19

1

RIDGE OPENING SYSTEMS3
with racks
• climate control box p. 8-9
• gearmotor p. 16-17
• manual reducer p. 23
• racks and pinion p. 26
• guide bearing and 90° transmission p. 27

with spreading system
• climate control box p. 8-9
• gearmotor p. 15
• manual reducer p. 22
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MADE IN FRANCE

y Description
The EKI control box is an automatic climate management box that allows the 
regulation of gearmotors according to temperature, wind, rain, direction
the wind. The hygrometry is in consultation.
- Manages both side ventilation, facades and ridges of greenhouses
- Touchscreen
- Defog programming
- Compatible with any brand of power box with 24 DC BUS
- Remote connection (option: ELEC0468)
- Alert system (option: ELEC0470)
- "Cloud" backup system (option ELEC0469)
- Hygrometry sensor (option ELEC0457)
- Wind direction probe (optional)

MULTI ZONES

The+, multi-zone
The+, intuitive 
The+,  modular

y Application 
Climate control systems

y Utilization 
Automatic

EKI series 200 and 300

y Associated products

Temperature probe
Réf : ELEC0462

Rain sensor
Réf : ELEC0455

Anemometer 
Réf : ELEC0456

ONE ZONE

The+, integrated solution
The+, economical
The+, easy to use

y Application 
Climate control systems

y Utilization 
Automatic

Temperature probe
Réf : ELEC0225/CAM03

Rain sensor
Réf : ELEC0060/CAM02

Anemometer
Réf : ELEC0056/CAM01

y Associated products

y Description
The one-zone climate control box is an automatic climate management
module that allows electronic regulation of geared motors according to
temperature, wind and rain:
- Compatible with side ventilation or ridge opening
- Controls up to 20 geared motors
- Inflation turbine management (timer)
- Time programming up to 4 programs

Antenna for two probes/sensors
Réf : ELEC0427

EKI 150

NEW

Wind direction 
Réf : ELEC0454

EKI 210 EKI 220 EKI 310 EKI 320

Power (V) 220 or 380 220 or 380 24 24

Number of areas 1 2 1 2

Maximum number of motors 6 6 12 12

Heating and inflating optional optional
Roof opening or lateral rolling ventilations

Sensors ClimBox Powerbox + gear motor

Rain*Rain*

Wind*Wind*

TemperatureTemperature

One One 
cultivation cultivation 

areaarea

*optional



CLIMATE CONTROL BOX

11

CLIMATE CONTROL BOX
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HYBRID BOX

The+, economical
The+, compact 
The+, easy to install

y Application 
Power box for gearmotor and climate 
control

y Utilization 
Automatic or manual

Application Hybrid box (power + climate control)

Mode Manual and automatic

Ampérage (A) 0,4 / 0,6 0,6 / 1,0 1,0 / 1,6 1,0 / 1,6 1,6 / 2,5

Engine power (Kw) 0,12 0,25 0,18 0,37 0,55

Power supply (V) 400 Three-
phased

400 Three-
phased

230 
Monophased

400 Three-
phased

400 Three-
phased

Control bus (V) 24 24 24 24 24

Temperature and wind probes 

SIMPLE BOX ELEC0405 ELEC0406 ELEC0413 ELEC0407 ELEC0408

DOUBLE BOX ELEC0409 ELEC0410 ELEC0414 ELEC0411 ELEC0412

y Description
The hybrid box product range is an economical solution dedicated 
to the climate control of greenhouses. It allows the piloting of one 
or two motors in manual or automatic mode. These boxes, coupled 
with two or three sensors, allow:
- Efficient temperature control thanks to the temperature probe
- A definition of wind speed for the safety of your greenhouses
- Time programming up to 4 programs
- Rain management (optional)

Simple boxDouble box

MADE IN FRANCE

The+, light
The+, compact 
The+, ergonomic

y Application 
Power systems

y Utilization 
Automatic or manual

POWERBOX

Double box manual/automatic

Application Simple powerbox for gearmotors*

Amperage (A) 0,4 / 0,6 0,6 / 1,0 1,0 / 1,6 1,0 / 1,6 1,6 / 2,5

Engine power (Kw) 0,12 0,25 0,18 0,37 0,55

Power supply (V) 400 Three-
phased

400 Three-
phased

230 
Monophased

400 Three-
phased

400 Three-
phased

Control bus (V) 24 24 24 24 24

SIMPLE MANUAL / AUTOMATIC BOX ELEC0322 ELEC0316 ELEC0320 ELEC0317 ELEC0318

SIMPLE AUTOMATIC BOX ELEC0326 ELEC0327 - ELEC0325 ELEC0328

SIMPLE MANUAL BOX ELEC0336 ELEC0337 - ELEC0338 ELEC0339

SIMPLE MANUAL / REMOTE CONTROL BOX ELEC0415 ELEC0356 ELEC0439 ELEC0416 ELEC0417

y Description
Our powerboxes with circuit breaker control your gearmotors 
either automatically coupled to a climate control module, either 
manually or by remote control.

Simple box manual/automatic

3 versions:
- MANUAL/AUTOMATIC
- AUTOMATIC
- MANUAL

*double box on request

Remote control
Réf : ELEC0359 (4 channels)
Réf : ELEC0434 (30 channels)
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CLIMATE CONTROL BOX

12

MADE IN FRANCE

INFLATING CONTROL BOX AND TURBINES

The+, powerful
The+, law noise level
The+, manual or automatic solution

y Application 
Double plastic wall inflating systems

y Utilization 
Automatic or manual

y Description
- Inflating turbine for double plastic wall

y Associated products

Inflating turbine

ELEC0195/GON03 ELEC0196
Features Pressure (mc/h) 390 / 280 390 / 280

Rpm at 50 Hz (tr/min) 3000 2700

Engine power (Kw) 0,18 0,18

Noise level db (A) 57 57

Three-phased alimentation 1 A -

380 V -

Mono-phased alimentation - 1 A

- 230 V

Inflating control box Manual / 
Automatic (timer)
Réf : ELEC0400 (tri)
Réf : ELEC0435 (mono)

Inflating control box Manual 
/ Automatic (pressure probe 
included)
Réf : ELEC0401 (tri) 
Réf : ELEC0436 (mono) 

Flexible tube
Réf : ELEC0069/GON05 (Ø60 mm)
Réf : ELEC0305 (Ø100 mm)

Ø60 mm plastic adaptor
Réf : ELEC0063/GON04

Return valve
Réf : ELEC0084/GON06

Turbine output connection
Réf : ELEC0442 ( Ø63 mm)
Réf : ELEC0418 ( Ø80 mm)
Réf : ELEC0426 ( Ø100 mm)

T-fitting
Réf : ELEC0430 (Ø60mm)

ROLLING WITH TELESCOPIC ARMS

The+, one piece stainless steel body 
The+, non-reversible under load
The+, interchangeable with 24V motor

y Application 
Simple or double rolling systems with telescopic 
arms for plastic greenhouse

y Utilization 
Motorized

B500-C24-B B100-T12-B B100-M12-B B300-T25-B
Capacity Max length in SIMPLE rolling with Ø32 tube (m) 200 90 90 200

Max length in SIMPLE rolling with Ø60 tube (m) 150 70 70 150

Max length in DOUBLE rolling with Ø60 tube (m) 90 40 40 90
Motor features Max torque output (N.m) 100 to 500 100 100 300

Revolutions/min by 50 Hz (rpm)  3 to 13 5,4 5,4 5,4

Revolutions/min by 60 Hz(rpm) - 6,5 6,5 6,5

Engine power (Kw) - 0,12 0,12 0,25
Alimentation Three-phased alimentation Y Europe (A) - 0,6 - 0,9

Three-phased alimentation Δ (A) - 1,1 - 1,6

Single-phased alimentation (A) - - 1,6 -
Other features Output shaft (mm) Ø20 Ø20 Ø20 Ø20

Required power box (not included) - 0,4 / 0,6 1,0 / 1,6 0,6 / 1,0 

Weight (kg) 11 12 12 15

Powerbox
See page 11

Gearmotor B300-T-B with telescopic arm 10203

y Description
- Aluminum gearbox and stainless-steel output
- Manual crank included for troubleshooting
- Motorization: three-phase, 24 V, single-phase (option) 

Maximal opening length is calculated for opening of 4.00m height (stan-
dard) and is given for information only. 

Support plate 
(70x70 and 86x86)
Réf : 12555

y Associated products

UV protection plastic 
cover with installation 
plate
Réf : 12564
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ROLLING WITH TROLLEY

The+, one piece stainless steel body 
The+, non-reversible under load
The+, interchangeable with 24V motor

y Application 
Simple or double rolling systems on trolley 
for plastic greenhouse

y Utilization 
Motorized

Guiding tube diameter* Ø32 mm B100-T12-C32 B100-M12- C32 B300-T25- C32 B500-C24-C32

Ø60 mm B100-T12-C60 B100-M12- C60 B300-T25- C60 B500-C24-C60
Capacity Max length in SIMPLE rolling with Ø32 tube (m) 90 90 300 300

Max length in SIMPLE rolling with Ø60 tube (m) 70 70 220 220

Max length in DOUBLE rolling with Ø60 tube (m) 40 40 150 150
Motor features Max torque output (N.m) 100 100 300 100 to 500

Revolutions/min by 50 Hz (rpm) 5,4 5,4 5,4 3 to 13

Revolutions/min by 60 Hz(rpm) 6,5 6,5 6,5 -

Engine power (Kw) 0,12 0,12 0,25 -
Alimentation Three-phased alimentation Y Europe (A) 0,6 - 0,9 -

Three-phased alimentation Δ (A) 1,1 - 1,6 -

Single-phased alimentation (A) - 1,6 - -
Other features Position / trolley ** front front front front

Output shaft (mm) Ø26 Ø26 Ø26 Ø26

Required power box (not included) 0,4 / 0,6 1,0 / 1,6 0,6 / 1,0 -

Weight (kg) 13,5 13,5 16 12,5

Gearmotor B300-M18-C60
(front position)

Gearmotor B300-T25-C60
(lateral position)

y Description
- Aluminum gearbox and stainless-steel output
- Manual crank included for troubleshooting
- Motorization: three-phase, 24 V, single-phase (option)

* Guide tube 35 and 45 on request.
** Lateral position on request.

MADE IN FRANCE

The+, economic
The+, one piece stainless steel body
The+, interchangeable with 24V motor 

y Application 
Spreading opening systems for plastic greenhouse

y Utilization 
Motorized

ROOFTOP WITH SPREADING SYSTEMS

y Description
- Opening with finger separator
- Aluminum gearbox and stainless-steel output
- Manual crank included for troubleshooting
- Motorization: three-phase, 24 V, single-phase (option) 

B300-T25-E1 B300-T25-E2 B500-C24-E1 B500-C24-E2
Capacity Max opening length (m) 100 100 100 100
Motor features Max torque output (N.m) 300 300 100 to 500 100 to 500

Revolutions/min by 50 Hz (rpm) 5,4 5,4 3 to 13 3 to 13

Revolutions/min by 60 Hz (rpm) 6,5 6,5 - -

Engine power (Kw) 0,25 0,25 - -
Alimentation Three-phased alimentation Y Europe (A) 0,9 0,9 - -

Three-phased alimentation Δ (A) 1,6 1,6 - -
Other features Nb of pinion 1 2 1 2

Required power box (not included) 0,6 / 1,0 0,6 / 1,0 - -

Weight (kg) 15 15 12 12

Gearmotor B300-T25-E1 

Powerbox
See page 11

Gearmotor B300-T25-E2

y Associated products
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ROOFTOP WITH RACKS

The+,  light weight
The+, one piece stainless steel body
The+, non-reversible under load
The+, interchangeable with 24V motor 

y Application 
Plastic and glass greenhouses ridge opening 
and shading systems

y Utilization 
Motorized

B300-T25-F B300-M18-F B500-C24-F
Capacity Max opening length for tube Ø32 or Ø34 (m) 150 150 300
Motor features Max torque output (N.m) 300 300 100 to 500

Revolutions/min by 50 Hz (rpm) 5,4 5,4 3 to 13

Revolutions/min by 60 Hz(rpm) 6,5 6,5 -

Engine power (Kw) 0,25 0,18 -
Alimentation Three-phased alimentation Y Europe (A) 0,9 - -

Three-phased alimentation Δ (A) 1,6 - -

Single-phased alimentation (A) - 1,6 -
Other features Weight (kg) 16 16 11

Required power box (not included) 0,6 / 1,0 1,0 / 1,6 -

Gearmotor 
B300-M18-F

Gearmotor B300-T25-F

y Description
- Chain or half-shell coupling 
- Optional 110 revolutions limit switch for shading
- Motorization: three-phase, 24 V

à accessories page 26

y Associated products

The maximal opening length is calculated for plastic greenhouse opening of 3m wide (standard) and is given as information only.    
 

Half-shell coupling 
Réf : 12551 for tube Ø32 mm
Réf : 12552 for tube Ø34 mm

Powerbox
See page 11

MADE IN FRANCE

ROOFTOP WITH RACKS

The+, light weight
The+, 40 revolutions limit switch
The+, powerful (> 400 N/m)
The+, interchangeable with 24V motor 

y Application 
Plastic and glass greenhouses ridge opening and 
shading systems

y Utilization 
Motorized

B500-T37-F B500-T55-F B500-C24-F
Capacity Max opening length for tube Ø32 or Ø34 (m) 200 300 300
Motor features Max torque output (N.m) 400 500 100 to 500

Revolutions/min by 50 Hz (rpm) 3 3 3 to 13

Revolutions/min by 60 Hz (rpm) 4,1 4,1 -

Engine power (Kw) 0,37 0,55 -
Alimentation Three-phased alimentation Y Europe (A) 1,3 1,6 -

Three-phased alimentation Δ (A) 2,3 3,3 -

Single-phased alimentation (A) - - -
Other features Weight (kg) 19 19 11

Required power box (not included) 1,0 / 1,6 1,6 / 2,0 -

Gearmotor B500-T37-F

y Description
- Long plastic greenhouses (up to 300 m)
- Chain coupling 
- Aluminum gearbox
- Optional 110 revolutions limit switch for shading
- Motorization: three-phase, 24 V

à accessories page 26

The maximal opening length is calculated for plastic greenhouse opening of 3m wide (standard) and is given as information only.

Femelle chain coupling
Réf : 125126 for tube Ø32 mm
Réf : 125128 for tube Ø34 mm
Réf : 125116 for tube Ø34 mm (à souder)

Male chain coupling 
Réf : 125110 for tube Ø32 ou Ø34 mm

Half-shell coupling  
Réf : 12551 for tube Ø32
Réf : 12552 for tube Ø34

Double chain
Réf : TR0107 
Clip 
Réf : TR0106

y Associated products
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The+, stainless
The+, flexible (45 to 130 Nm.)
The+, non-reversible under load

y Application 
Simple ou double rolling systems with 
telescopic arms for plastic greenhouse

y Utilization 
Manual

ROLLING WITH TELESCOPIC ARMS

Reducer 1/7 
25211

Reducer 1/14 25212

25211 25212 23217
Capacity Reduction 1/7 1/14 1/24

Max length in SIMPLE rolling with Ø32 tube (m) 60 100 180

Max length in SIMPLE rolling with Ø60 tube (m) 40 60 120

Max length in DOUBLE rolling with Ø60 tube (m) 20 30 60

Max rolling height (m) 4,50 4,50 4,50
Features Output type double double double

Output diameter (mm) Ø20 Ø20 Ø20

Max output torque (N.m) 45 60 130

Input type crank handle 19 cm optional

battery drill socket - -

Support plate - -

Non-reversible under load 

y Associated products

Battery drill socket 
Réf : 12581

Support plate
Réf : 125201

Reducer 1/14
25212

Reducer 1/24
 23217

y Description
- Aluminum gearbox 
- Possible driving with battery drill (23-217 only)

à accessories page 24

The maximal opening length is calculated for opening of 2.50 m height (standard) and is given for information only.

Sleeve for Ø32 mm tube
Réf : ZMA0071
Sleeve for Ø34 mm tube
Réf : ZMA0010

MADE IN FRANCE

The+, non-reversible under load 
The+, flexible
The+, stainless

y Application 
Simple ou double rolling systems on trolley for 
plastic greenhouse

y Utilization 
Manual

ROLLING WITH TROLLEY

1/24 reducer on trolley 
25813 for tube Ø32 mm 
25815 for tube  Ø35 mm

26644 25813 26700
Capacity Reduction 1/3 1/24 1/44

Max length in SIMPLE rolling with Ø32 tube (m) 50 150 200

Max length in SIMPLE rolling with Ø60 tube (m) 40 90 140

Max length in DOUBLE rolling with Ø60 tube (m) 25 50 90

Max length rolling (m) 3,50 4,50 4,50
Features Output type simple double double

Output diameter (mm) Ø26,     21.5 Ø26 Ø26

Max output torque (N.m) 45 130 190

Input type crank handle 2,50 m - -

crank extension 2,50 m - optional optional

battery drill socket - optional optional

Non-reversible under load 

y Associated products

Battery drill socket
Réf : 125181

y Description
- Aluminum gearbox
- Corrosion free 
- Possible driving with battery drill (25-813 and 26-700)
- Ø26 or  21.5 mm output for Ø32 or  25 mm tube

 2,5 m crank extension
Réf : 11504

1/3 reducer on trolley (no extension)
26641 for tube Ø28 mm
26643 for tube Ø35 mm

à accessories page 25

The maximal opening length is calculated for opening of 4 m height (standard) and is given for information only.
Reduction 1/7 (reference 26710) and 1/14 (reference 26661) on request

Crank for extension  
11504
Réf : 11016
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The+, non-reversible under load 
The+, flexible
The+, stainless

y Application 
Direct rolling systems for plastic greenhouse 

y Utilization 
Manual

DIRECT ROLLING

Reducer 1/7 25500/1

26131 25500/1 26123
Capacity Reduction 1/3 1/7 1/24

Max length in SIMPLE rolling with Ø32 tube (m) 60 120 200

Max length in SIMPLE rolling with Ø60 tube (m) 40 80 140

Max length in DOUBLE rolling with Ø60 tube (m) 25 50 80

Max rolling height (m) 2,50 2,50 2,50
Features Output type Simple Double Simple

Output diameter (mm) Ø26,     21.5 Ø20 Ø26 

Max output torque (N.m) 50 50 150

Input type crank handle 1,50 m optional -

crank extension 1,20 m - -

battery drill socket - - optional

Non-reversible under load 

y Associated products

Stand alone 1/3 reducer
Réf : 26130

y Description
- Aluminum gearbox
- Ball bearing
- Corrosion free 

Reducer 1/3 26131 Reducer 1/24 26123

à accessories page 25

Battery drill socket
Réf : 125181

The maximal opening length is calculated for opening of 2.50 m height (standard) and is given for information only.

Sleeve for Ø34 mm or     25 mm tube
Réf : ZMA0140

Sleeve for reducer 25500/1
Réf : ZMA0071 for tube Ø32 mm
Réf : ZMA0010 fpr tube Ø34 mm

MADE IN FRANCE

DIRECT ROLLING

The+, multipurpose
The+, suitable for small greenhouse
The+, stainless

y Application 
Direct rolling systems for plastic greenhouse 

y Utilization 
Manual

20229
Capacity Reduction 1/13

Max length in SIMPLE rolling with Ø32 tube (m) 20

Max Rolling height (m) 2,50
Features Output type optional sleeves

Max output torque (N.m) 20

Input type optional crank handle

Non-reversible under load 

Reducer 1/13 20229

y Description
- Small ventilation
- Economical and flexible

y Associated products

Sleeve Ø26 mm 
Réf : 20211

Pulley Ø45 mm
Réf : 20214

Sleeve Ø28 mm 
Réf : 20212 

Sleeve Ø33,7 mm 
Réf : 20224 

11 tooth pinion 
Réf : 20232

à accessories page 25
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ROOFTOP WITH RACKS

y Application 
Ridge opening and shading systems 

y Utilization 
Manual

Reducer 1/23 29007

23204 23202 29007 29019
Capacity Reduction 1/7 1/24 1/23 1/44

Max length Ø32 or Ø34 tube (m) 30 60 100 150
Features Output type double double double double

Output diameter (mm) Ø 26 Ø 25 Ø 25 à méplat Ø 25 à méplat

Max output torque (N.m) 45 130 150 200

Input type crank handle en option en option en option -

chain - - - en option

Non-reversible under load 

y Description
- Aluminum gearbox
- Ball bearing
- Corrosion free 
- Ø25 or Ø26 mm outputs for Ø32 mm tube

Reducer 1/7 23204 Reducer 1/44 29019

 

Reducer 1/24 23202

The+, high output torque
The+, stainless
The+, non-reversible under load 

y Associated products

Maneuvering chain 
Réf : TR0109 Handle crank with hook 

See page 25

The+, economical
The+, easy installation
The+, light solution

y Application 
Spreading opening systems for plastic 
greenhouse

y Utilization 
Manual

ROOFTOP WITH SPREADING SYSTEMS

y Description
- Opening with finger separator 
- Stainless steel outputs

Réducteur 1/24 23101

23101
Capacity Reduction 1/24

Max opening length (m) 100
Features Output type chains

Max output torque (N.m) 150

Crank handle optional

MADE IN FRANCE

Handle crank with hook page 25

y Associated products



ACCESSORIES - MANUAL REDUCERS

25

ACCESSORIES - FOR ROLLING SYSTEM

24

The+, stainless aluminum arms
The+, 2 to 4,4 m rolling height
The+, union joint protection bellows

y Application 
Simple or double rolling systems with telescopic arms 
for plastic greenhouse

y Utilization 
Manual or motorized

y Associated products

10202 10203 10201 10205 10206
Capacity Max rolling height (m) 2,00 2,50 3,30 3,70 4,40

Closed arm’s length (m) 1,10 1,25 1,45 2,10 2,10

Opened arm’s length (m) 1,45 1,80 2,35 2,65 3,15

TELESCOPIC ARMS

Telescopic Arms 10203

Gear motor 30018 
with 10203 arms

Union joint with bellows - Ø20 boring for 
telescopic arms Series 102
Réf : 10225

Telescopic arms sleeves for
Ø32 or  25 tubes
Réf : ZBT0062
Telescopic arms sleeves for

 20 tubes
Réf : ZMA0140CB

y Description
- Union joint protection with bellows for permanent 
greasing
- Ø26 mm outputs for Ø32 mm tube

Union joint with bellows Ø19 boring 
with two 14mm flat spot (for Curau 
telescopic arms and gearmotors)
Réf : 10241

Adapter for Curau’s system 
Réf : 12562

Connection sleeve for 
Ø60 mm tube
Réf : 10239

Union joint Ø25 mm with flat 
spot for CURAU telescopic arm
Réf : TR0013
Union joint Ø20 mm with flat 
spot for CURAU telescopic arm
Réf : TR0012

maximum transmissible rolling torque 180 N.m

CRANK HANDLE

Réf : 11015 
Tubular crank for tube Ø20 x1.5

Réf: 25501/2
Tubular crank for tube Ø32 x1.5

Réf: ZMA0038
Ring L 0,40 m

Réf: 11101: L 0,60 m
Réf: 11201: L 1,20 m
Réf: 11301: L 1,60 m
Réf: 11401: L 2,10 m
Réf: 11501: L 2,35 m
Crank handle with hook

Réf: 11303: L 1,50 m / Ø20 mm
Réf: 11304: L 1,50 m / Ø17 mm
Réf: 11505: L 2,35 m / Ø17 mm
Crank handle with union joint

Réf: 11504
2,35 m crank handle with union joint
Ø17 / H19 output shaft

Réf: 11016
Crank for H19 output shaft
(in addition to 11504)

MADE IN FRANCE
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26

GUIDE BEARINGS AND 90° ANGLE TRANSMISSION  

Ref: 12501
Ball bearing support for tube Ø32

Ref: 12502
Ball bearing support for tube Ø34

Ref: 12504 
Ball bearing support for tube Ø34 
(ABRAN greenhouses)

Ref: 12584
90° folded ball bearings support for tube Ø32 
30/30 square (H=97)

Ref: 12594
90° folded ball bearings support for tube Ø32 
30/30 square (H=63)

Ref: 125147
Repairing ball bearings support for tube Ø34 
(ABRAN greenhouses)

Ref: 12582
Fixed plastic ring support for tube Ø32

Ref: 12583
Fixed plastic ring support for tube Ø32
Ref: 12588
Fixed plastic ring support for tube Ø34

Palier à billes 12501

y Description
- Support for ridge opening tube
- Galvanized steel  
-  Ø32 and Ø34 tubes
- Fixed ring or ball bearing

MADE IN FRANCE

y Description
- 90° angle transmission
- Aluminum gearbox
- Ball bearings
- Corrosion free

90° angle transmission 
91030

90° angle transmission 
91031

91030 91031
Capacity Reduction 1/1 1/1
Features Output type Double Simple

Output diameter (mm) Ø25 Ø25

Max output torque (N.m) 150 150

STRAIGHT RACK 3 mm thickness 2 mm thickness

Length Square output Flat output Length Square output Flat output

1000 mm 17012 17014 1313 mm 17050 17050/1

1200 mm 17011 17015 1490 mm 17051 17051/1

1350 mm 17001 17021

RACKS AND PINIONS

y Description
- Galvanized steel rack box suitable for 
curved rack and straight racks
-  High resistance sintered steel rack 
- Galvanized steel 
- Thickness 2 or 3 mm
- Section H30 x L25 
- Flat or square output with fixation holes
- Tube Ø32 or Ø34 mm

3 mm thickness 2 mm thickness
CURVED RACK Length Square output Flat output Length Square output Flat output

1000 mm 18007 18023 1313 mm 18050 18050/1

1200 mm 18006 18024 1490 mm 18051 18051/1

1350 mm 18001 18021

Square output Flat output

17006 pinion box and 18001 rack

On demand: other length ; inside curving

y Associated products

Grooved pin 
Réf : 15153 (3 mm)
Réf : 15154 (2 mm)

Window bracket set
Réf : 17013

Window bracket set
Réf : 17049

Pinion box for 2 mm rack with 
bronze ring
Réf : 17045

On demand: other length

Pinion box for 3 mm rack, plastic 
ring 
Réf : 17002

Pinion box for 3 mm rack with 
bronze ring 
Réf : 17006
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ARTZAINAK GROUP
Engineering and plastic industry

ArtzainaK

Developing durable employment in BASQUE COUNTRY and promoting personal and 
community development of all employees in a strong and independent group 

«
»

www.artzainak.com

248 employees

   36 million euros turnover 

      220 000 h of production / year   

Custom Engineered Mesh Engineering Office Drilling equipment 

Mechanic transmission High technology production Agricultural equipment Hydraulic steering systems

THE GROUP MANTRA

KEY FIGURES

GROUP SUBSIDIARIES

ARMAX ASMA DRILLSTAR INDUSTRIES

EDAMS EMECA LAGARDE LECOMBLE & SCHMITT

Composite and plastic solutions

EBL


